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Key Features

• Phone: +32 (0)498.97.45.95 | info@speed-master.be

PART NUMBER: DS.RADAR-SPORT.EN.071719

…precise, large measuring
range, integrated interface(s)

• Sensor measures speed of moving objects

• Max. detection range of a soccer ball (Fussball) is approximately 20 m 

• Max. detection range of a vehicle (car) is approx. 150m 

• Wide measuring angle of 40°

• Top-Speed detection of 300 km/h

• Data interface via RS-485 or RS-232

• Robust and waterproof housing, including connectors

• Industrial M8 connector
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Technical Data

PART NUMBER: DS.RADAR-SPORT.EN.071719

Housing

Housing material POM

Window/cover material PMMA

Weight 280 g

Dimensions (B x H x T) 106 mm x 106 mm x 30 mm

Protection IP65

Radar-Sytem

Transmitter frequency 24.125GHz

Transmitting power < 5 mW

Antenna typ Patch-Antenna (4 x 16)

Speed measuring range 10 km/h to 300 km/h

Measuring range Soccer ball (Fussball) ~ 20 m

Measuring range vehicle (car) ~ 150 m

Measuring angle 40°

Direction recognition Selectable / adjustable

Measuring tolerance V < 100km/h: +/- 2km/h
V > 100km/h +/- 2%

Interface

Interface specifications RS 485; 2400 baud; 8 data-bit; 
no parity; 1 stop-bit; no stream control

Data output ASCII- characters, decimal

Wire Connection Industrial M8 connector

Power-Supply

Power range 9 VDC to 15VDC

Power consumption max. 200 mA

• Phone: +32 (0)498.97.45.95 | info@speed-master.be
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Data-Output: Speed

PART NUMBER: DS.RADAR-SPORT.EN.071719

• RS232 or RS485
• 2400 Baud
• 8 Data-Bit
• No Parity
• 1 Stop-Bit
• No Stream Control
• ASCII-Character: decimal
• Speed display is 5-digits (2-digits after [,]) => Example: 123.45

Format

• V<CR>
• V … Speed-Display, decimal ASCII, Example: 123.45
• <CR> … Carrier-Return (ASCII-Character 13)

Wiring

Version RS485:

• Wire blue: GND
• Wire brown: 9-15 VDC
• Wire white: RS485 DATA + (B)
• Wire black: RS485 DATA – (A)

Version RS232:

• Wire blue: GND
• Wire brown: 9-15 VDC
• Wire white: RS232 GND
• Wire black: RS232 TxD

• Phone: +32 (0)498.97.45.95 | info@speed-master.be
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Dimensions

PART NUMBER: DS.RADAR-SPORT.EN.071719

Sensor-Head * 

Mounting Adapter with two ¼-20 Inch Thread-Incerts *

* Special models on request.

Order Information

Type: Accessories: Description:
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